We propose the method for the evaluation of results of scientific research activity of scientists PR-q. This method allows us to calculate a scalar evaluation of the results of scientific activity. The method is based on determining a number of real coefficients, which determine citation of one scientist in the publications by other scientists. The basis of the method is finding the evaluations by solving a system of linear algebraic equations. In this case, the matrix of the given system consists of the constructed coefficients. The proposed method, in contrast to other known methods of calculating the indices of citation, does not lose information about any citation of the author and of any publication.

We proposed the method, based on the construction of vectors of scalar evaluations for each scientist in a multidimensional metric space. This method implies construction of the ideal point, which consists of scalar evaluations, the best in terms of achieving maximal effectiveness of scientific research activity. The evaluation of each scientist is calculated as a metric distance from the ideal point to the vector of scalar evaluations of the given scientist.

The proposed methods for the evaluation of results of scientific research activity might be used to build the modules for automated systems of evaluation of the results of the work of scientists, effectiveness of conducting scientific research by higher educational institutions.

**Keywords:** citation index, evaluation of scientific research activity, bibliometric indicators, integrated evaluation.

**References**

1. Lizunov, P., Biloschychtskiy, A., Biloschychts, S. (2011). Vector project management of higher educational establish-


The problem of operation of intelligent agents of action planning with the use of ontological approach was studied. Operation of intelligent agents is possible based on the knowledge of the subject-area, in other words, the knowledge base is used. Ontologies became the standard of knowledge base. Therefore, there arises the problem of development of methods and means of operation of intelligent systems based on ontologies, in particular intelligent agents of action planning.

The method of functioning of intelligent agents of action planning based on ontologies was developed. For this purpose, weights of importance of concepts and relationships were introduced to the structure of ontology. These weights are used for finding a path in the space of states. The space of states itself is built by using the language of requests to ontology. Optimization problem, which assigns the rational behavior of an intelligent agent, is two-criterial. To solve it, we chose the method of the main component, if objective functions may be evaluated, or the method of complex criterion, if these functions are impossible to evaluate.

Dimensionality of the space of states depends on the completeness of the ontology and behavior effectiveness of an intelligent agent depends on the relevance of ontology. With this aim, in the course of automated development of ontology, we developed a method for evaluation of reliability of information sources that are used for developing ontologies. As a result of the studies, it was found that this approach allows us to increase operational efficiency of intelligent agents, if the process of ontology development is relevant to the needs of a subject domain.

The developed approach may serve as a base for constructing a unified methodology for development of intelligent agents of action planning if ontology of a subject domain is the central component of this software complex.

**Keywords:** ontology, intelligent agent, natural language processing, concept, space of states, action planning.
We investigated a description of the solution to the problem on selecting the structural attributes in the images of text characters, which directly affect the quality of recognition. In the present work, it is proposed to use a set of cellular automata constructed on the diagrams of states of Moore and Mealy machines for each type of cellular automata, to determine the end points, junctions and cycles in characters. We considered operation of the modeling program.

The advantages of the given technology are the simplicity of rules of interaction, easy parallelization of the process of recognition, the possibility of recognition of distorted and partially overlapping characters. We compared performance quality and efficiency of the commercially available system ABBYY FineReader, which has demonstrated high performance indicators of the developed recognition technology.

**Keywords:** competing cellular automaton, moving cellular automaton, a Moore machine, transition graph.

**References**


**DOI:** 10.15587/1729-4061.2017.103550
 DOI: 10.15587/1729-4061.2017.103054
THE SAFE CITY: DEVELOPING OF GIS TOOLS FOR GENDER-ORIENTED MONITORING (ON THE EXAMPLE OF KHARKIV CITY, UKRAINE) (p. 25-33)

Tetiana Fesenko
Luhansk National Agrarian University, Kharkiv, Ukraine
ORCID: http://orcid.org/0000-0001-9636-9598

Galyna Fesenko
O. M. Beketov National University of Urban Economy in Kharkiv, Kharkiv, Ukraine
ORCID: http://orcid.org/0000-0001-7133-484X

Natalya Bibik
O. M. Beketov National University of Urban Economy in Kharkiv, Kharkiv, Ukraine
ORCID: http://orcid.org/0000-0003-0924-6763

The review of gender components of the social-spatial content of the safe city of Kharkiv was carried out using GIS mapping on the “Secondary city” platform. The following tasks are proposed: firstly, in the light of the modern concepts of a safe city, to analyze the characteristics of urban areas with the use of feminist optics; secondly, to identify the main methods of geo-research of the safety component; thirdly, to develop gender-sensitive geo-information maps of Kharkiv through explication of the problem of urban infrastructure security. The theoretical basis of scientific research is logical-structural analysis, as well as geo-information methods of spatial analysis on the platform ArcGISOnline. The gendered context of urban space security is revealed. Structural and logical analysis of the phenomenon of “safe city” in the context of sustainable development goals is provided. Geo-information layers for the interactive map of Kharkiv with gender-sensitive security parameters of urban locations have been developed.

Geolocation potential for identifying the safety/hazard coordinates of urban locations and assessing the quality of the urban environment, in general, are covered. Gender-segregated and gender-sensitive spatial data necessary to carry out gender monitoring of city security are visualized. The developed GIS layers for the map of Kharkiv are able to play an integrating role of the catalyst for the city’s gender mainstreaming and allow the local executive authorities to efficiently perform information and analytical processes to develop appropriate solutions (generation of gender segregated data, data management and exchange, remote zoning) and others.

A “model of multi-criteria evaluation of gender-sensitive content” to improve the processes of “content management” of urban infrastructure projects and programs is developed. The model integrates PMBoK requirements for the project content management and specific gender GIS requirements for the content of the infrastructure project. It is noted that the application of the proposed model allows making effective design decisions by integrating gender parameters in the project database in the format of GIS mapping.

Keywords: safe city, gender, GIS, requirements tracking matrix, urban projects, content management.

References
The comparative analysis of the existing research on the application of formal approaches to the software development process modeling is performed. Based on the analysis, the urgency of modeling of the software development process as a Markov random process is substantiated. An information model of association rule mining and application in software development is developed. The information model represents the process and can be used in the mining and application in software development.

The levels of detail of the software development process such as the level, representing the development of the software, which is a finite set of software components; the level, representing a detailed description of the stages of development of a particular component; the level, representing a detailed description of a certain stage of development of a particular component are identified. For each level, the relevant stages of software development are described. Modeling of the software development process with the Markov chains is conducted. This will allow using a single mathematical tool to represent the corresponding process at different levels of detail.

Keywords: Markov processes, Markov chains, software development, association rule mining.

References


DEVELOPMENT OF A SYSTEM TO CONTROL THE MOTION OF ELECTRIC TRANSPORT UNDER CONDITIONS OF IRON-ORE MINES (p. 39-47)

Oleg Sinchuk
Kryvyy Rih National University, Kryvyy Rih, Ukraine
ORCID: http://orcid.org/0000-0002-5490-5601

Based on the study of properties of an electric train as a control object, it has been proven that considerable speed fluctuations and shock loads caused by the presence of elasticity and gaps in the coupling devices take place during the train acceleration and stoppage. These loads cause current fluctuations in armature of the traction DC motors of electric locomotives, which adversely affects their service life. By studying the mathematical description of the dynamic system consisting of an electric locomotive and a set of wagons, a model was synthesized that allows one to investigate the processes taking place in this system when motion and coupling device parameters alter.

On the basis of the mathematical dependencies obtained, an algorithm was developed that enables parametric optimization of the system from the point of view of minimizing collisions of the train wagons during acceleration and braking. A characteristic feature of the algorithm that distinguishes it from existing ones is that the “locomotive – wagons” complex is considered with taking into account presence of elastic coupler and gaps between the train elements. The problem of eliminating dynamic loads caused by oscillating processes of the “locomotive – wagons” complex was solved which made it possible to conduct an analytical construction of a system for optimal control of the material handling processes of electric transport in conditions of iron ore mines. Application of this system makes it possible to optimally perform high-speed loading of wagons with raw materials and their unloading. It is expected that application of this approach thru shortening the time spent in shifting the wagons for their loading will increase productivity of the mine transport by 20–30 %.

Keywords: dynamic forces, wagon coupling, eigenvalues, control constraints, breaking distance.

References
fied railway system. 2015 7th International Conference on Modelling, Identification and Control (ICMIC). doi: 10.1109/icmic.2015.7409469

   rytn komponenti efektu "mertvoho chasu" v tr'okhrivnevykh
   invertorakh napruhy. Elektromekhanichni i enerhoberezhuāchi
   systemy, 3, 38–41.

   un-ta, 211.

   dlya bezdat'chuvstvoi keruvannia asynkhronnymy dvyhunamy
   pri roboti na nyr'kykh chasotakh obertsiv. Problemy ener-
   horesursoberezhenntsi v elektrotehnichnykh systemah. Nauka,
   osvita i praktyka, 1, 29–31.

   v primerah i zadachah. Moscow: Vyssh. shk., 583.

   Analiz sposobiv pokrashchennya dynamichnykh vlastyvostey
   asynkhronnykh elektripyrovydov zi skalyarnym keruvannya.
   Yakist', mineral'nyi syrovyi, 428–432.

   sual localization systems in underground mining. 2016 24th
   Mediterranean Conference on Control and Automation (MED).
   doi: 10.1109/med.2016.7535853

22. Kozakevich, I. A. (2014). Issledovanie adaptivnogo nablo-
   datelya polnogo poryadka dlya nizkih uglovykh skorostey dvi-
   gatelya. Perspektivy rozvytku suchasnyi nauky. Kherson:
   Vydavnychyi dim "Hel'vetyka", 65–67.

23. Schneider, S., Melkumyan, A., Murphy, R. J., Nettleon, E.
   2012 IEEE International Conference on Robotics and Automa-
   tion, doi: 10.1109/ica.2012.6224761

24. Stepanov, V. V. (2004). Kurs differencial'nyh uravneniy. Mos-
   cow: Nauka, 473.

DOI: 10.15587/1729-4061.2017.103731

DEVELOPMENT OF A METHOD FOR THE ACCELERATED TWO-STAGE SEARCH FOR AN OPTIMAL CONTROL TRAJECTORY IN PERIODICAL PROCESSES (p. 47-55)

Igor Lutsenko
Kremenchuk Mykhailo Ostrohdarskyi National University, Kremenchuk, Ukraine
ORCID: http://orcid.org/0000-0002-1959-4684

Olена Fomovskaya
Kremenchuk Mykhailo Ostrohdarskyi National University, Kremenchuk, Ukraine
ORCID: http://orcid.org/0000-0002-8065-5079

Igor Konoh
Kremenchuk Mykhailo Ostrohdarskyi National University, Kremenchuk, Ukraine
ORCID: http://orcid.org/0000-0001-5930-1957

Iryna Oksanych
Kremenchuk Mykhailo Ostrohdarskyi National University, Kremenchuk, Ukraine
ORCID: http://orcid.org/0000-0002-4570-711X

Optimization of manufacturing processes is the main tool that can provide access to the maximum financial efficiency of the enterprise. At the same time, this important tool for maximizing the resource efficiency is practically not used by enterprises due to the complexity and imperfection of the theory of optimal control, which manifests itself by its contradictory nature. The way out can be found by applying the method of practical determination of the optimal trajectory which was developed in the framework of this study. The advantage of the method is that it ensures determination of the optimal trajectory for those production processes which show intermediate results incomparable with each other both quantitatively and qualitatively. For example, to evaluate effectiveness of the operational processes associated with heating fluids, melting steel, crushing iron ore, etc. the costs and time alter nonlinearly at the intermediate stages. At the same time, qualitative parameters of the output product change which makes it impossible to use a direct method for estimating quantitative parameters of the output product at intermediate stages of the conversion process.

The proposed method provides a two-stage process of optimization. In this case, completion of the first stage of optimization quickly transfers control to a zone close to the optimum in an automatic mode. The further search process just corrects the control trajectory if external conditions permit it. Thus, the proposed practical method of searching for the optimal control trajectory is essentially robust.

Keywords: optimal trajectory, practical optimization method, two-stage optimization, search optimization.

References

   versity Press, 401.

2. Thomas, A. W. (2011). Optimal control theory with applica-
   tions in economics. The MIT Press, 362. doi: 10.7551/
   mitpress/9780262015738.001.0001

3. Lober, J. (2016). Analytical Approaches for Optimal Trajec-
   tory Tracking. Springer Theses, 119–193. doi: 10.1007/978-3-
   319-46574-6_4

   Systems, 70.

   Optimization Problems. Operations Research Proceedings,
   189–195. doi: 10.1007/978-3-319-28697-6_27

   tion Problems with the WOWA Criterion. Operations Research
   Proceedings, 271–277. doi: 10.1007/978-3-319-28697-6_38

7. Shapoval, A. A., Mosapan, D. V., Dragobetskii, V. V. (2016). En-
   suiring High Performance Characteristics For Explosion-Weld-
   s11015-016-0292-9

   Process-related key performance indicators for measuring sus-
   tainability performance of ecodesign implementation into prod-
   uct development. Journal of Cleaner Production, 139, 416–428.
   doi: 10.1016/j.jclepro.2016.08.046

   trajectory planning for the Pendubot and the Acrobat. Opt-
   doi: 10.1002/oca.2020

    Scanning Trajectory for the Mechanical Scanner of Measure-
    sa.21084

    for industrial robots. Advances in Engineering Software, 41 (4),
    548–556. doi: 10.1016/j.advengsoft.2009.11.001
A procedure for constructing a computer-integrated system for automating the technological process of processing associated petroleum gas has been developed. Development of the technological process according to the proposed procedure makes it possible to identify and overcome the difficulties encountered in solving the problems of technological calculation and synthesis of an automatic control system. Difficulties are exacerbated by the influence of heavy disturbances in the flow and concentration of associated petroleum gas.

Using the procedure, a technological process for processing associated petroleum gases along with an automatic control system has been developed. The technological process was adapted to use in medium oil fields, such as Ukrainian, which are characterized by low bulk and territorial dispersion. This makes it economically inexpedient to design large gas processing plants operating at a fixed load and gas concentration, which are common in the main oil-producing countries. Therefore, the technological process ensures production of methane and propane-butane of a required quality in the conditions of deviation of composition, concentration and flow rate of the streams incoming from wells in a wide range.

The automatic process control system has a two-level structure. The upper level is used to ensure operability at heavy disturbances, which is achieved by changing the operation conditions. The lower level ensures stabilization of the process for small disturbances. Two alternative implementations of the automatic control system based on PID controllers and linear quadratic regulator (LQR) were considered. The results of simulation made in HYSYS program show advantages of the cascade system of the proposed structure based on PID controllers. The control system ensures operability in conditions of deviation of gas flow by ±30 %, when the mole fraction of the gas components alters by 30–50 % and when the gas temperature deviates by ±15 °C from the values of working conditions.

**Keywords:** distillation, methane, propane-butane, automatic control system, computer-integrated automation.

**References**


